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solar panel array
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Lofrans 1000w
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EMERGENCY

windlass

house loads negative

12v DC PANEL
(total load 152 amps)

inverter
1000w

CRANKING

windlass breaker 100amps

fume, fire,
bilge alarm

DC Main Breaker 150amp
High-Amp Bus Bar
w/Blue Seas ANL fuses

"Always Hot" Fuse Block
Blue Seas 3AG Fuse Block #5015

negative bus bar
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735 amp hours

HOUSE
Blue Seas #9003
rated 300 amps continuous

PARALLEL
Blue Seas #9003
rated 300 amps continuous

STARTER
Blue Seas #9003
rated 300 amps continuous

common low-amp negative terminal strip
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remote outlet
in nav area

remote ON/OFF switch 
(does not cut power!)

Rule Switch #41
Auto/Off/Manual

Rule Switch #49
On/Off
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Smart Regulator
Ample SARV3-12P
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dual Amptech S125
(2) 125 amp alternators
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#16 (to ignition or oil press. switch)
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#14 (twisted pair)

Charger
Protech 1220
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AC panel

shunt
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high-amp neg. bus bar
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Lights Stbd

Lights Port

Engine Room Lights

GPS

SSB

VHF

Instruments

Radar

Autopilot

Windlass

Water Pressure

Seawater Washdown

Shower Sump Pump

Refrigerator Pump

Oil Change Pump

Engine Room Blower

12 Volts DC Outlets

Stereo

LPG Control

Refrigerator
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#16 Four Twisted Pair
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#14/2

#10/2

#10/2

#16/2

#8/2

Flexcharge NC25A/12
located in engine room
Setting for AGM usually around 14.4
Use a multimeter to test & set.
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S/V Namaste
Mariner 39 Sloop

Electrical System

Drawn by: Stacey Collins 1/23/03
Notes:

#14/3
bilge wire

Shore
Power

AC outlet
GFCI

H 30

N 30

15

15

15

galvanic 
isolator

Charge
Contoller

Update with actual wire colors and final wire guages
after  installation; also part #s.
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Blue Seas
Power Post

located at
nav station

150a

to ND

water
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safety
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120 volts AC

Anchor Light

Running Lights

Tricolor Light

Steaming Light

Fore Deck light

Strobe
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